P - Linear pneumatic vibrators - Continuous impact

FEATURES

APPLICATION
Hopper silo - salt spreader - dump trailer - rail cart

POWDER
Hygroscopic - humid - sticky

PROBLEM SOLVING
Bridge and rat-holing

OVERALL DIMENSIONS

<table>
<thead>
<tr>
<th>Type</th>
<th>2 bar - 29 psi</th>
<th>6 bar - 58 psi</th>
<th>6 bar - 87 psi</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>V/min</td>
<td>N lb</td>
<td>kg/cm²</td>
</tr>
<tr>
<td>P25</td>
<td>2500</td>
<td>294</td>
<td>66.1</td>
</tr>
<tr>
<td>P40</td>
<td>1650</td>
<td>484</td>
<td>108.8</td>
</tr>
<tr>
<td>P60</td>
<td>1200</td>
<td>1293</td>
<td>291.3</td>
</tr>
</tbody>
</table>

P - LINEAR PNEUMATIC VIBRATORS - CONTINUOUS IMPACT

APPLICATION
Hopper silo - salt spreader - dump trailer - rail cart

POWDER
Hygroscopic - humid - sticky

PROBLEM SOLVING
Bridge and rat-holing

FEATURES

DUTY CYCLE
Continuous

WORKING PRESSURE
From 2 bar to 6 bar (from 29 psi to 87 psi)

PNEUMATIC CIRCUIT
Filter + flow control valve + lubrication + 3/2 ways valve

AIR SUPPLY QUALITY
Class 5.4.4.

WORKING TEMPERATURE
From -20°C to 200°C (from -4°F to 392°F)

MAX NOISE LEVEL
100 dB(a)

TECHNOLOGY
Piston pneumatic impact

MATERIAL
Grey cast iron body (powder painted) - aluminium cover

OPTIONS

KIT ATEX
II 2D CT(X) / II 2G CT(X)

SAFETY CHAIN
Available

Available from:
FILOQUIP Pty Limited
5/126 Compton Rd, Underwood,
Qld 4119 Australia
Ph: +61 7 3208 3499   Fx: +61 7 3208 3449
Email: sales@filquip.com.au
www.filquip.com.au