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6160

VAR DRUM DIVERTER
The compact, simple and complete VAR diverter is suitable 
for the transport of any type of powder or granule product, in 
low/medium and high pressure lines. An essential component 
in all conveying systems where the flow of material must be 
directed from one line to another.

•  Cast aluminium body;
•  Pneumatic actuator;
•  Inflatable seals and static seals;
• Working temperatures: from -20°C to + 80°C;
•  Contact parts in aluminium, nickel-plated aluminium, AISI 304, AISI 316, TUNGSTEN CARBIDES (for extremely abrasive 

products);
•  Operating pressure: from -0.5 bar to 3.5 bar;
•  Used as both diverter and conveyor.

TECHNICAL DATA

VAR

VAR DRUM DIVERTER (dimensions in mm)  

Type A B H

VAR 050 52 85 441

VAR 065 67 85 441

VAR 080 82 103 468

VAR 100 102 127 480

VAR 125 127 158 579

VAR 150 158 185 611

VAR 200 280 245 719

Line change control board

ACCESSORIES

Inflatable seals

Pneumatic actuator equipped with flow direction indicator

Regulator + Manometer 1/8
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6362

VAR 080 1 1 0 0 S

S Standard
X ATEX certified

1 Coil ...V AC
2 Coil ...V DC

0 Without counterflanges
1 Iron counterflanges
2 AISI 304 counterflanges
3 AISI 316 counterflanges

0 Bare shaft
1 Pneumatic actuator on the cover side
2 Pneumatic actuator on the closed side

0 Standard (aluminium)
1 AISI304 contact parts
2 Nickel-plated
3 Internal duct covered with tungsten carbide
4 AISI316 contact parts

050
065
080
100
125
150
200

VAR Drum diverter valve

VAR DRUM DIVERTER
CONFIGURATION
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6564

VAB FLAP DIVERTER
The VAB flap diverter valve is particularly suitable for low and medium pressure pneumatic conveying, versatile 
and easy to maintain, and available in different configurations.

• Cast aluminium body;
• AISI 304 flap;
• Pneumatic actuator, manual actuator;
• Food-grade NBR static seals;
• Working temperatures: from -20°C to +80°C;
• Contact parts in aluminium, nickel-plated aluminium;
• Torex flanges, DIN 1092-1 Pn10 flanges.

TECHNICAL DATA

VAB

VAB FLAP DIVERTER (dimensions in mm)

Type A B C H
VAB 050 468 85 50 493
VAB 065 468 85 65 545
VAB 080 508 103 80 574
VAB 100 508 127 100 629
VAB 125 553 158 125 712
VAB 150 732 185 156 818
VAB 200 732 245 206 922

CONTROL SYSTEM

CPU064/CPU102 pneumatic actuator

CM4 manual actuator

TOREX FLANGE (dimensions in mm)

Type S T U k Q R
VAB 050 52 85 100

6

9 6
VAB 065 67 85 100 9 6
VAB 080 82 103 118 9 6
VAB 100 102 127 147 11 6
VAB 125 127 158 178 11 6
VAB 150 158 185 205 11 10
VAB 200 208 245 267 11 10

EN 1092-1 PN10 FLANGE (dimensions in mm)

Type N O P n W R

VAB 050 50 125 165

8

17 17
VAB 065 65 145 185 17 17
VAB 080 80 160 200 17 17
VAB 100 100 180 220 17 20
VAB 125 125 210 250 17 17
VAB 150 156 240 285 21 20
VAB 200 206 295 340 23 27
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6766

VAB 080 0 0 1 0 0 0 S

S Standard
X ATEX certified

1 Steel counterflanges
2 AISI 304 counterflanges
3 Flanges suitable for EN 1092-1 PN10 holes

0 Manual actuator
1 Coil ... VAC - VDC

0 Side diverted to the left
1 Side diverted to the right

0 Bare shaft
1 Pneumatic actuator
2 Electric actuator

0 AISI 304 shaft-plates/EPDM seal

0 Not treated
1 Nickel-plated

050
065
080
100
125
150
200

VAB Flap diverter valve

VAB FLAP DIVERTER
CONFIGURATION
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6968

VAS PLUG DIVERTER
The VAS diverter is used in pneumatic conveying systems both under pressure and in suction. Its design allows 
it to be used in any direction of transport and its technical characteristics make it particularly suitable for appli-
cations in the milling industry.

• Cast aluminium body;
• Pneumatic actuator;
• Static seals;
• Working temperatures: from -20°C to + 80°C;
• Contact parts in aluminium, nickel-plated aluminium;
• Operating pressure: from -0.5 bar to +1 bar.

TECHNICAL DATA

VAS

VAS PLUG DIVERTER (dimensions in mm)

Type ø A ø B ø H

VAS 050 50 85 405

VAS 065 65 85 405

VAS 080 80 103 405

VAS 100 100 127 446

VAS 125 125 158 470

VAS 150 156 185 530

VAS 200 206 245 590
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Pneumatic actuator equipped with flow direction indicator
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7170

VAS PLUG DIVERTER

VAS 080 1 1 0 0 S

S Standard
X ATEX certified

1 Coil ... V AC
2 Coil ... V CC

0 Without counterflanges
1 Iron counterflanges
2 AISI 304 counterflanges

0 Bare shaft
1 Pneumatic actuator on the cover side
2 Pneumatic actuator on the closed side

0 Standard (aluminium)
2 Nickel-plated

050
065
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100
125
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200

VAS Plug diverter valve

CONFIGURATION
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7372

VAD TUBE DIVERTER
The VAD diverters, made entirely of aluminium, are ideal for the pressurised transport of powders and granules. 
Compact, reliable and easy to maintain, they can be used both with pneumatic actuator and with manual lever.

• Cast aluminium body;
• Pneumatic actuator, manual actuator;
• Static seals and low friction;
• Working temperatures: from -20°C to + 80°C;
• Contact parts in aluminium, nickel-plated aluminium;
• Operating pressure: from -0.5 bar to +2.5 bar.

TECHNICAL DATA

VAD

VAD TUBE DIVERTER (dimensions in mm)

Type A B ø

VAD 050 245 268 45

VAD 080 320 284 76

VAS 100 345 301 96

CONTROL SYSTEM

CPU102 pneumatic actuator

CM4 manual actuator
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7574

VAD 080 1 0 0 1 0 0 S

S Standard
X Atex certified

1 Solenoids ... VAC
2 Solenoids ... VDC

1 Iron counterflanges
2 AISI 304 counterflanges

1 Pneumatic Actuator
5 Manual Actuator 

0 Normal Seals

0 Not treated
1 Nickel-plated

1 Aluminium

050
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VAD Tube diverter valve

VAD TUBE DIVERTER
CONFIGURATION
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Available from: 

FILQUIP PTY LIMITED 
24 Smallwood Street 

Underwood, Qld 4119, Australia 
Ph: +61 7 3208 3499   sales@filquip.com.au 

www.filquip.com.au  


